
+ High grade aluminium housing - resists corrosion from moisture and salt

+ IP 65 - Suitable for outdoor application

+ Flicker Free Driver

+ Available in three finishes

+ High quality, deep set reflector

+ Compatible with remote Casambi CBU-TED Bluetooth Controllable Dimmer (71-
CASCBU)

DICE

DIMENSIONS (mm)

GENERAL SPECIFICATIONS

LED 10W 

Lumens 710 lm (3000K)  |  765 lm (4000K) 

Colour Temperature

Efficacy 66 lm/w (3000K)  |  72 lm (4000K) 

Beam 90° 

Material Powder Coated Aluminium

Finish White  |  Black  |  Grey

IP 65

Colour Deviation

Warranty 3 Years

DRIVER SPECIFICATIONS

L 104 x W 43 x H 24mm

Power 240V Remote Dimmable
Driver

Dimming  Phase Cut Dimming

DRIVER SPECIFICATIONS

Power

Dimming Phase Cut Dimming

PRODUCT CODE

White, 3000K, 36° 118-ED2L13W363

White, 3000K, 60° 118-ED2L13W364

White, 4000K, 36° 118-ED2L13W603

White, 4000K, 60° 118-ED2L13W604

Black, 3000K, 36° 118-ED2L13W363

Black, 3000K, 60° 118-ED2L13W364

Black, 4000K, 36° 118-ED2L13W603

Black, 4000K, 60° 118-ED2L13W604

PRODUCT CODE

White, 3000K

White, 4000K

Black, 3000K
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FEATURES

  www.espo.com.au

DIMENSIONS (mm)

CRI 84+

Power Factor

SDCM ≤3

> 0.90

500mA 240V
Built-In, Flicker Free
Dimmable Driver

The sleek, minimal, geometric design of the DICE wall light is equally 
suited for indoor and outdoor spaces.

7-DI10W903

3000K, Warm White 

4000K, Cool White

Black, 4000K

Grey, 3000K

Grey, 4000K

7-DI10W904

7-DI10B903

7-DI10B904

7-DI10G903

7-DI10G904Lifetime >50,000hrs L80 B10

3CRI
84+LED

IP65

DIMMABLE

>50K

90°SDCM
≤3


	fazeDICEproject: 
	fazeDICEtype: 
	fazeDICEnotes: 


